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ETHA Tubing Change

How to replace MethaMeasure tubing.

Before starting to change the tube please prime
any liquid out of the pump. Make sure you only
use tube supplied by MethaMeasure Ltd.

1 - Unlock the cabinet door using the key.
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ETHA Tubing Change

2 - Remove the tubing from the Methadone bottle.
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3 — Then flip the lever on the motor head from the
right to the left. This will release the tubing and any
liquid that is possibly still stuck in the tubing.
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4 — Once the motor head is fully open, remove the

tubing from the white connector and you will now be
able to slide the tubing out the motor head.
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ETHA Tubing Change

5 - Remove the tube from each clamp on both sides of
the motor and pull through the hole.
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6 - Using the new connector received push it through
the left hole until it is secure in the hole. The
connector should now be showing at both sides.
Attach the shorter stiffer PVC tube to the bottom half

of the connector.
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7 - Place the new silicone tube back into the left and
right clamps of the motor head. Adjust the tube by
pulling either side gently. The tube should be sat on
the chrome rollers. There should not be any excess
tube in the pump head.
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8 - Attach the tube to the connector and the weight
back onto the tube. Gently pull the tube with the
weight connected to make sure the tube is laying flat
on the chrome rollers.
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TED Tubing Change

9 — Once the tube is refitted it should look the same as
the images below. The tube should run across the
chrome rollers and be held in position by the clamps.
There should be no space between the tube and
rollers. The top of the pump should now be closed.

Use only MASTERFLEX® precision n
- tubing with MASTERFLEX pumps h
to ensure optimum performance.
Use of other tubing may void
applicable warranties.
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ET Tubing Change
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10 - Insert tube back into the methadone stock bottle.
The pump can now be reprimed and the service
volume must be reset and the pump recalibrated
before any dispensing takes place. Please call 0800
027 0671 and choose Option 1 to confirm the tube
change has taken place. You may need to enter a
security code to reset the service volume.
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Tubing Change
PLEASE DO NOT CLOSE THE MOTORHEAD IF
YOUR TUBE LOOKS LIKE ANY OF THESE

EXAMPLES! GO BACK TO SECTION 9 AND COPY.

Use only MASTERFLE;(""" ré;:ision

tubmg with MASTERFLEprumps
0 ensure optimum performar

Use of other tubing may voidnceA

applicable warranties.

Use only MASTERFLEX® precision @
tubing with MASTERFLEX pumps
to ensure optimum performance.

Use of other tubing may void
applicable warranties.

Use only MASTERFLEX® precision
tubing with MASTERFLEX pumps
to ensure optimum performance.

Use of other tubing may void
applicable warranties.

Use only MASTERFLEX® precision
tubing with MASTERFL umps |
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LIMITE D Tubing Change
REVISION HISTORY
Approval /
Rev| CR # Effective Description of Change Originator
Date
CR-2023- .
0 07 3/10/2023 Release documentation C Cave
CR-2024- . _
01 08 26 Nov 2024 Updated details on tube fitting. C Cave
CR 2025 Addition of symbols, MM address, Advena details and
02 06 10 Jul 2025 UKCA/ CE mark to page 1. Additional security code on C Cave
Page 10
03 CR 2025- 10 December Change from EC Rep to EU Authorised Representative ce
ave
018 2025 Symbol as per EN ISO 15223-1:2021/A1:2025
CR 2026 Removed Document details table and updated
04 004 27 March 2026 document footer to bring in line with other user C Cave
manuals
CR 2026- Added examples of incorrectly fitted tube. Updated .
05 24 July 2026 . G Baillie
012 pictures.
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